
 

 

 
 

     

  

JEM LIGHTING’S Star Drive 200 is designed to provide fixed 
colors, or a slow to fast random color changing effect when 
connected to our RGB light strips. Up to 16 feet of RGB strips can 
be connected to each unit. Control of each color red, green, or 
blue is selected through the mode control DIP switch setting to 
allow three coarse speeds or manual select. The tempo 
potentiometer adjusts the fine speed and controls the rate of 
color blending. If the manual feature is selected it allows the user 
to go from full off to full on of the selected color. This allows a 
broad range of effects all the way from a slow soothing color 
wash up to a lively strobe effect of rapid changing colors. By 
turning one or more colors to manual, custom colors can be 
generated. An example is to turn off the red and leave green and 
blue on; this will create a sea effect of blues, aquas and greens. 
If a steady color is desired, it can be generated by setting all 
color modes to manual, allowing the user to create a fixed color. 
There is also a master dimmer control to allow the user to set the 
brightness. This is useful when setting soft moods in dim ambient 
light. 

The Star Drive 200 is perfect for small installations in home 
theaters, clubs, casinos, restaurants, bars and other venues to 
create a soothing atmosphere of soft color changing splash 
lighting. The Star Drive 200’s low cost allows lighting solutions to 
be implemented that previously could only be done with systems 
(DMX) costing several times more. 

Technical Specifications 

Input Voltage: 24 VDC 

Input Current 
Max: 

2.5 A 

Input Power Max: 60 W 

Input Power Jack: 2.1mm Diameter, Center Positive 

Recommended 
Power Supplies: 

eStar-PS24VDC-24W or eStar-
PS24VDC-60W 

Power Supply 
Compliance 
Approvals: 

UL 1959, CSA 22.2, TUV EN60950, 
EMC - EN55022, IEC 801-2,3,4 

Maximum No. of 
Feet, Nova Series 
RGB Strips 
Connected: 

7 With 24W Supply, 16 With 60W 
Supply 

Modulation Type: D/A Steady Rising, Falling Linear 



 

 

Ramp 

Cycle Time: Rise-Fall 1 - 30 Seconds, Adjustable 

Colors: 
Digital RGB Driver Array Produces 
2,097,152 Color Patterns 

Number of Output 
Connectors: 

3 

Connector Power 
Rating Each: 

2.5 A 

Recommended 
Cable: 

ES-Cable1, ES-Cable3 

Enclosure 
Material: 

94-V0 ABS Plastic 

Size: 5.5” x 3.3” x 1.35” 

Mounting: Enclosure Has Mounting Flange 

Environmental: 
0 to +35 °C Operating Temperature, 
0-90% Humidity Non-Condensing 

Star Drive 200 Dimensions 

 



 

 

Basic Hookup 

  

 


